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S Series 2000 WOG SF-3T, SF-3SW,

3-pc full port
sS ball valve SF-3BW

Product features
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NPT connection according to ANSI B1.20.1
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Specification

Blowout-proof stem

Size range: ¥4'~3"
Rating: 2000 psi WOG ("4"~1") / 1500 psi WOG (1%2"~3")

Construction: Three-piece body, with floating ball design

Mounting pad to actuator complied with ISO 5211
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Adjustable packing gland
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Locking lever handle
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Flow bore: Full port
End connection: NPT, SW and BW

Socket welded connection according to ANSIB16.11
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Butt-weld end available at request

Material list

__ No. | Partname | Maeid | _Qy | Remarks
1

1 Handle nut Stainless steel 304 / A276

2 Stem washer Stainless steel 304 / A276 1
3 Handle grip Viny! 1
4 Handle Stainless steel 304 / A276

5 Gland nut Stainless steel 304 / A276

6 Packing PTFE 1
7 Body Stainless steel A351 Gr. CF8M

8 Ball Stainless steel A351 Gr. CF8M

9 Seat Reinforced Teflon 15% GFT 2
10 Gasket PTFE 2
11 Cap Stainless steel A351 Gr. CF8M 2 Optional material: Gr. CF3M
12 Bolt washer Stainless steel 304 / A276 4
13 Hex nut Stainless steel A194 Gr. 8 4
14 Thrust washer Reinforced Teflon 15% GFT 1
15 Stem Stainless steel 316 / A276 1
16 Bolt Stainless steel A193 Gr. B8 4

.: TSK Metal Industrial Co., Ltd. reserves the right to change designs, materials or specifications without notice.
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S Series 2000 WOG
3-pc full port
SS ball valve

SF-3T, SF-3SW,
SF-3BW
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Applicable to model SF-3T H'
DIMENSIONS
size 8 10 15 20 25 32 40 50 65 80 — . B

mm/in Va Y8 2 Ya 1 1V 1% 2 2 3 ‘

A 950 950 15.00 20.00 25.00 32.00 38.00 5050 65.00 78.00
mm/in 0374 0374 0591 0.787 0984 1.260 1496 1.988 2559 3.071

B 6700 6700 6850 7500 /79.00 8850 9450 107.00 129.50 139.50 A 1
mm/in 2.638 2638 2697 2953 3110 3484 3,720 4213 5.098 5.492

@ 5900 5900 6950 /550 9050 105,50 120.00 140.00 170.00 190.00
mm/in 2323 2323 2736 2972 3563 4154 4724 5512 6.693 7480

D 120.00 120.00 120.00 139.00 139.00 193.00 193.00 193.00 244.00 244.00
mm/in 4724 4,724 4724 5472 5472 7598 7598 7598 9.606 9.606

E 36.00 36.00 36.00 4200 4200 5000 70.00 70.00 102.00 102.00
mm/in 1417 1417 1417 1653 1653 1968 2756 2.756 4.016 4.016

F M6 M6 M6 M6 M6 M8 M8 M8 M8 M8

ISO 5211 FO3 FO3 FO3 FO4 FO4 FO5 FO7 FO7 F10 F10

H 11.50 1250 1450 18.00 18.00 2350 2250 25.00 3250 31.00
mm/in 045 049 0.57 0.71 0.71 0.93 0.886 0.98 1.28 1.22

I 550 5,50 5.50 6.50 6.50 8.00 8.00 10.00 1200 12.00
mm/in 0.217 0217 0.217 0256 0256 0315 0315 0394 0472 0472 H H

J 7.70 /.70 /.70 9.30 9.30 1250 1250 1560 18.80 18.80
mm/in 0303 0303 0303 0367 0367 0492 0492 0614 0.740 0.740
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Applicable to models SF-3SW and SF-3BW

size 8 10 15 20 25 32 40 50 65 80 < s
mm/in % Y 2 £ 1 1 Va 1% 2 2V 3 SF-3SW SF-3BW
A 950 950 1500 20.00 2500 3200 3800 50.50 6500 78.00
mm/in 0374 0374 0591 0787 0984 1260 1496 1988 2559 3.071
8 6700 6700 6850 7500 7900 8850 9450 10700 12950 13950 o
mm/in 2.638 2638 2697 2953 3.110 3484 3720 4213 5098 5.492 14" - 2" 100°F (38°C)
C 6000 6000 7000 7600 92.00 10500 120.00 13800 170.50 191.00 2000 e p——— 13789
mm/in 2362 2362 2756 2992 3622 4134 4724 5433 6713 7.520 1500 10342
D 120.00 120.00 120.00 139.00 139.00 193.00 193.00 193.00 244.00 244.00 1900 6894
mm/in 4724 4724 4724 5472 5472 7598 7598 7598 9606 9606 e
E 3600 3600 3600 4200 4200 5000 70.00 70.00 102.00 102.00
mm/in 1417 1417 1417 1653 1653 1968 2756 2756 4016 4016  °%° 4136
F M6 M6 M6 M6 M6 M8 M8 M8 M8 M8 400 2757
ISO5211 FO3 FO3  FO3  FO4  F04  FO5 FO7 FO7  F10  F10 300 | 2068
G 1420 1760 2170 2710 3380 4260 4870 6100 7380 9000 ‘\ 1278
mm/in 0559 0.693 0854 1.067 1330 1677 1917 2402 2906 3.543 \
H 1150 1250 1450 1800 1800 2350 2250 2500 3250 31.00 0 1034
mm/in 045 049 057 071 071 093 089 098 128  1.22 100 689
| 550 550 550 650 650 800 800 10.00 12.00 12.00 50 344
mm/in 0217 0217 0217 0256 0256 0315 0315 0394 0472 0472 3 "
J 7.70 7.70 7.70 9.30 9.30 12.50 1250 1560 1880 18.80 =20 0 50 100 150 200 250 300 350 400 450 500 (°F)
mm/in 0303 0303 0303 0367 0367 0492 0492 0614 0740 0.740 | ’ | ‘ ’ | | ’ | ‘ ’ | |
29 -18 10 38 66 93 121 149 177 214 232 260  (°Q)

.: TSK Metal Industrial Co., Ltd. reserves the right to change designs, materials or specifications without notice.
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